Bombay 



1849215 

Vintage Mahogany-King Size Four Poster Bed 
Parts Enclosed 



A. 


Headboard Posts 


2 pes. 


B. 


Footboard Posts 


2 pes. 


C. 


Headboard Panel 


1 pc. 


D. 


Footboard Rail 


1 pc. 


E. 


Fluted Posts 


4 pes. 


F. 


Finials 


4 pes. 


G. 


Canopy Long Rails 


2 pes. 


H. 


Canopy Short Rails 


2 pes. 


I. 


Canopy Support Rails 


2 pes. 


J. 


Side Rails 


2 pes. 


K. 


Support Slats 


4 pes. 


L. 


Center Support Slats 


1 pc. 


M. 


Legs Support 


3 pes. 


N. 


Allen Head Bolts (5/16" x 1 Vz") 


2 pes. 


0. 


Allen Head Bolts (5/16" x 2") 


8 pes. 


P. 


Allen Head Bolts (5/16" x 3") 


4 pes. 


Q. 


Flat Washers 


14 pes. 


R. 


Lock Washers 


14 pes. 


S. 


Phillips Head Wood Screw (8 x 1") 


12 pes. 


T. 


Phillips Head Wood Screw (8 x 7/8") 


12 pes. 


U. 


Allen Head Wrench 


1 pc. 


V. 


Phillip Head Screw Driver 


1 pc. 


w. 


Angle Screw Driver 


1 pc. 



1849215 

Vintage Mahogany-King Size Four Poster Bed 




ILLUSTRATION # 3. 



1849215 

Vintage Mahogany-King Size Four Poster Bed 




ILLUSTRATION # 4. 



3. Insert the Exposed hooks of the Side Rail (J) into the pre-bored slots of the Headboard Posts (A) and 
Footboard Posts (B), press down on the Side Rail (J) on to the pins in the Headboard Posts (A). (Make sure 
that the hook is all the way down on to the pins) Repeat this step for the other side as shown in illustration 
#3. 

4. Insert the threaded end of Leg supports (M) in to the insert of the Center Support Slats (L) and secure 
according to clock wise direction. See illustration #4. 

5. Align the pre-drilled holes in the Support Slats (K) with the inserts in the Center Support Slats (L), using 
Allen head bolts (O) Lock Washers (R) and Flat Washers (Q) with Allen Head Wrench (U) and secure in 
clock wise direction. See Illustration #3. 

6. Place the Support Slats (K) in to the pre cut slots on the cleat of Side Rails (J), secure both ends of each 
Support Slats (K), using the Phillip Head Wood Screws (T) with Phillip Head Screw Driver (V). Secure 
the plate at the end of the Side Rails (J) to the Headboard Post (A) and the Footboard Post (B). 



Please take note that additional Angle Screwdriver (W) is provided. This will make attachment of the last 
hole in the plate much easier. Refer to illustration #3. 



Assembled The Top Parts 

Parts Required 


E. Fluted Post 


- 4 Pes. 


F. Finials 


- 4 Pes. 


A. Headboard Posts 


- 2 Pes. 


B. Footboard Posts 


- 2 Pes. 


G. Canopy Long Rails 


- 2 Pes. 


H. Canopy Short Rails 


- 2 Pes. 


I. Canopy Support Rails 


- 2 Pes. 


T. Phillip Head Wood Screws 8 x 7/8" 


- 4 Pes. 


V. Phillip Head Wood Screw Driver 


- 1 Pc 



